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DETAILED ACTION 

Election/Restrictions 

1. Restriction to one of the following inventions is required under 35 U.S.C. 121: 

I. Claims 1, 2, 3, 17-28 drawn to an apparatus and method using a 
centralized bandwidth management table, plurality of load shapers and a 
local bandwidth management, in order to manage the bandwidth using 
token increments and decrements within the tables, classified in class 370 
subclass 230.1 

II. Claims 14, 29-32 drawn to classified in class a method of BW 
management comprising submitting a request, assigning class identities 
and designating allowable BWfrom an assignment entity, supplying the 
ID's to a plurality of load shapers and permitting transmission of best effort 
data packets over a communication path subclass classified in class 370, 
subclass 395.43. 

The inventions are distinct, each from the other because of the following reasons: 

2. Inventions of Group I and II are related as subcombinations disclosed as usable 
together in a single combination. The subcombinations are distinct if they do not 
overlap in scope and are not obvious variants, and if it is shown that at least one 
subcombination is separately usable. In the instant case, subcombination of Group II 
has separate utility such as for the assignment of class identities. See MPEP 

§ 806.05(d). 



Application/Control Number: 10/674,977 Page 3 

Art Unit: 2416 

The examiner has required restriction between subcombinations usable together. 
Where applicant elects a subcombination and claims thereto are subsequently found 
allowable, any claim(s) depending from or otherwise requiring all the limitations of the 
allowable subcombination will be examined for patentability in accordance with 37 CFR 
1 .104. See MPEP § 821 .04(a). Applicant is advised that if any claim presented in a 
continuation or divisional application is anticipated by, or includes all the limitations of, a 
claim that is allowable in the present application, such claim may be subject to 
provisional statutory and/or nonstatutory double patenting rejections over the claims of 
the instant application. 

3. Restriction for examination purposes as indicated is proper because all these 
inventions listed in this action are independent or distinct for the reasons given above 
and there would be a serious search and examination burden if restriction were not 
required because one or more of the following reasons apply: 

(a) the inventions have acquired a separate status in the art in view of their 

different classification; 

(b) the inventions have acquired a separate status in the art due to their 

recognized divergent subject matter; 

(c) the inventions require a different field of search (for example, searching 

different classes/subclasses or electronic resources, or employing different 
search queries); 

(d) the prior art applicable to one invention would not likely be applicable to 

another invention; 
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(e) the inventions are likely to raise different non-prior art issues under 35 U.S.C. 
101 and/or 35 U.S.C. 112, first paragraph. 

Applicant is advised that the reply to this requirement to be complete must 
include (i) an election of a invention to be examined even though the requirement 
may be traversed (37 CFR 1 .143) and (ii) identification of the claims encompassing 
the elected invention. 

The election of an invention may be made with or without traverse. To reserve a 
right to petition, the election must be made with traverse. If the reply does not distinctly 
and specifically point out supposed errors in the restriction requirement, the election 
shall be treated as an election without traverse. Traversal must be presented at the time 
of election in order to be considered timely. Failure to timely traverse the requirement 
will result in the loss of right to petition under 37 CFR 1 .144. If claims are added after 
the election, applicant must indicate which of these claims are readable on the elected 
invention. 

If claims are added after the election, applicant must indicate which of these 
claims are readable upon the elected invention. 

Should applicant traverse on the ground that the inventions are not patentably 
distinct, applicant should submit evidence or identify such evidence now of record 
showing the inventions to be obvious variants or clearly admit on the record that this is 
the case. In either instance, if the examiner finds one of the inventions unpatentable 
over the prior art, the evidence or admission may be used in a rejection under 35 U.S.C. 
1 03(a) of the other invention. 
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4. During a telephone conversation with Scott Richardson on March 27, 2009 a 
provisional election was made without traverse to prosecute the invention of Group I, 
claims 1, 2, 3, 17-28 . Affirmation of this election must be made by applicant in replying 
to this Office action. Claims 14, 29-32 are withdrawn from further consideration by the 
examiner, 37 CFR 1.142(b), as being drawn to a non-elected invention. 

Claim Rejections - 35 USC § 103 

5. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

6. Claims 1,2,3,18,19, 20, 22, 23, 24, 25, 27 and 28 are rejected under 35 U.S.C. 
103(a) as being unpatentable over Voellm et al. (US 2004/0267932) in view of Bly et al. 
(US 20040042399), hereinafter referred to as Bly. 

Regarding claim 1, Voellm discloses a plurality of load shapers (fig 2, where 
each client shapes its load based on credit messages from the server as 
indicated in Para 0031) configured to: 

maintain a local bandwidth management table (fig 3, 320 shows table with 
credits used info) comprising a local token count (fig 3, credits used) for each source 
entities (fig 1, where each client A-C is equivalent to a source entity); 
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receive a data packet from a source entity (Para 0029, client receives a new 
request to perform a transaction) transmit the data packet over a multiplexed 
communication path (fig 2, where the clients used the credits that are allocated to 
the connection to send data tot eh buffers of the server, and Para 0021 supports 
an protocol, which includes a multiplexing protocol) if the local token count of the 
source entity is at least one (Para 0026, where the client needs a certain number of 
credits in order to send a request, where the limit cannot be exceeded); and 

decrement the local token count of the source entity in the local bandwidth 
management table in response to the transmission (fig 3, and Para 0026, where the 
credits used are maintained in the table of fig 3, thus a decrement is applied when 
each credit is used to send a request or data); and 

Bandwidth Management Controller (fig 2, server) configured to: 

maintain a centralized bandwidth management table (fig 5 shows an info table) 
comprising a base token count (fig 5, where the combination of credit limits and 
credits used can be manipulated in order to achieve a base token count, and 
furthermore the claim does not define the structure or specification of such a 
count) for each of the plurality of source entities (fig 5, shows info for each client 
source), 

Voellm does not specifically disclose one of the plurality of classes wherein a 
minimum bandwidth is reserved for each of the plurality of classes of source entities and 
the base token count increases at a rate corresponding to the minimum bandwidth; and 
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wherein: the plurality of load shapers is further configured to request a token for the 
class of the source entity from the Bandwidth Management Controller in response to the 
transmission; and the Bandwidth Management Controller is further configured to 
respond to the request if the base token count for the class of the source entity is at 
least one by: providing a token and decrementing the base token count for the class of 
the source entity. 

Bly discloses one of the plurality of classes (Para 0038, high precedence 
versus best effort and Para 0042 for classification of incoming traffic) wherein a 
minimum bandwidth (Para 0039 teaches a minimum amount of credit, where credits 
define the amount of BW ) is reserved for each of the plurality of classes of source 
entities (Para 0042 teaches the queues being classified dependent on the 
classified incoming traffic) and the base token count increases at a rate 
corresponding to the minimum bandwidth (Para 0039, where credits are allocated 
from the burst group allocation table which holds the number of base token 
counts as shown in figs 7 and 8, where the allocation is based on a minimum 
guaranteed BW); and wherein: 

the plurality of load shapers (load shapers are shown within Voellm) is further 
configured to request a token for the class of the source entity (Para 0043 shows 
requesting credit/BW) from the Bandwidth Management Controller (Para 0043, 
request is made to credit allocation circuit which is made equivalent to a BMC 
shown in fig 4) in response to the transmission (fig 8, where a loop exists, thus the 
request of 84 is made after a transmission in 90 as a loop exists); 
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and the Bandwidth Management Controller (fig 3 shows burst group 
allocation 51 equivalent to BMC) further configured to respond to the request (fig 8, 
86 shows response) if the base token count for the class of the source entity is at least 
one by: providing a token (fig 8, burst group assigns credit from burst group 
allocation table and Para 0030 shows that allocation is made only if the allocation 
table has any credits available, thus the amount of credits must be more than 1) 
and decrementing the base token count for the class of the source entity (fig 4 shows 
a burst allocation table which keeps a record of the allocation of burst group, 
therefore when the credits are allocated, this allocation is noted/decremented 
from the bandwidth allocation table). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 2, Voellm does not specifically disclose the centralized 
bandwidth management table further comprises a standby token count for each of the 
plurality of classes of source entities; and the Bandwidth Management Controller is 
further configured to respond to the request if the base token count for the class of the 
source entity is zero and the standby token count for the class of the source entity is at 
least one by: providing a token and decrementing the standby token count for the class 
of the source entity. 
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Bly discloses the centralized bandwidth management table further comprises a 
standby token count for each of the plurality of classes of source entities; and the 
Bandwidth Management Controller is further configured to respond to the request if the 
base token count for the class of the source entity is zero and the standby token count 
for the class of the source entity is at least one by: providing a token and decrementing 
the standby token count for the class of the source entity (Para 0039 discusses unused 
credit which can be made equivalent to standby tokens, i.e. Para 0030 shows that 
request are made to the burst groups/classes, where credits are allocated if the burst 
group has credit to give, therefore one skilled in the art can appreciate that when only 1 
credit remains, this 1 credit is equivalent to a standby token, thus 1 when 1 credit 
remains, 0 base tokens are present and 1 standby token exists). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 3. Voellm discloses a plurality of load shapers (fig 2, where 
each client shapes its load based on credit messages from the server as 
indicated in Para 0031) configured to: 

maintain a local bandwidth management table (fig 3, 320 shows table with 
credits used info) comprising a local token count (fig 3, credits used) for each source 
entities (fig 1, where each client A-C is equivalent to a source entity); 
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receive a data packet from a source entity (Para 0029, client receives a new 
request to perform a transaction) transmit the data packet over a multiplexed 
communication path (fig 2, where the clients used the credits that are allocated to 
the connection to send data tot eh buffers of the server, and Para 0021 supports 
an protocol, which includes a multiplexing protocol) if the local token count of the 
source entity is at least one (Para 0026, where the client needs a certain number of 
credits in order to send a request, where the limit cannot be exceeded); and 

decrement the local token count of the source entity in the local bandwidth 
management table in response to the transmission (fig 3, and Para 0026, where the 
credits used are maintained in the table of fig 3, thus a decrement is applied when 
each credit is used to send a request or data); and 

Bandwidth Management Controller (fig 2, server) configured to: 

maintain a centralized bandwidth management table (fig 5 shows an info table) 
comprising a base token count (fig 5, where the combination of credit limits and 
credits used can be manipulated in order to achieve a base token count, and 
furthermore the claim does not define the structure or specification of such a 
count) for each of the plurality of source entities (fig 5, shows info for each client 
source), 

Voellm does not specifically disclose one of the plurality of classes wherein a 
minimum bandwidth is reserved for each of the plurality of classes of source entities and 
the base token count increases at a rate corresponding to the minimum bandwidth; and 
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wherein: the plurality of load shapers is further configured to request a token for the 
class of the source entity from the Bandwidth Management Controller in response to the 
transmission; and the Bandwidth Management Controller is further configured to 
respond to the request if the base token count for the class of the source entity is at 
least one by: providing a token and decrementing the base token count for the class of 
the source entity. 

Bly discloses one of the plurality of classes (Para 0038, high precedence 
versus best effort and Para 0042 for classification of incoming traffic) wherein a 
minimum bandwidth (Para 0039 teaches a minimum amount of credit, where credits 
define the amount of BW ) is reserved for each of the plurality of classes of source 
entities (Para 0042 teaches the queues being classified dependent on the 
classified incoming traffic) and the base token count increases at a rate 
corresponding to the minimum bandwidth (Para 0039, where credits are allocated 
from the burst group allocation table which holds the number of base token 
counts as shown in figs 7 and 8, where the allocation is based on a minimum 
guaranteed BW); and wherein: 

the plurality of load shapers (load shapers are shown within Voellm) is further 
configured to request a token for the class of the source entity (Para 0043 shows 
requesting credit/BW) from the Bandwidth Management Controller (Para 0043, 
request is made to credit allocation circuit which is made equivalent to a BMC 
shown in fig 4) in response to the transmission (fig 8, where a loop exists, thus the 
request of 84 is made after a transmission in 90 as a loop exists); 
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and the Bandwidth Management Controller (fig 3 shows burst group 
allocation 51 equivalent to BMC) further configured to respond to the request (fig 8, 
86 shows response) if the base token count for the class of the source entity is at least 
one by: providing a token (fig 8, burst group assigns credit from burst group 
allocation table and Para 0030 shows that allocation is made only if the allocation 
table has any credits available, thus the amount of credits must be more than 1) 
and decrementing the base token count for the class of the source entity (fig 4 shows 
a burst allocation table which keeps a record of the allocation of burst group, 
therefore when the credits are allocated, this allocation is noted/decremented 
from the bandwidth allocation table). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 18. Voellm discloses wherein the local token count for each of 
the plurality of classes of source entities has a maximum count of two tokens (Para 
0028, where the minimum number that can be assigned to the negotiable limit of the 
credits is 2). 

Regarding claim 19, Voellm discloses wherein the plurality of load shapers is 
further configured to maintain a count of outstanding requests for tokens (Para 0026 
shows outstanding transaction requests). 
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Regarding claim 20, Voellm does not specifically disclose the centralized 

bandwidth management table further comprises a standby token count for each of the 
plurality of classes of source entities; and the Bandwidth Management Controller is 
further configured to respond to the request if the base token count for the class of the 
source entity is zero and the standby token count for the class of the source entity is at 
least one by: providing a token and decrementing the standby token count for the class 
of the source entity. 

Bly discloses the centralized bandwidth management table further comprises a 
standby token count for each of the plurality of classes of source entities; and the 
Bandwidth Management Controller is further configured to respond to the request if the 
base token count for the class of the source entity is zero and the standby token count 
for the class of the source entity is at least one by: providing a token and decrementing 
the standby token count for the class of the source entity (Para 0039 discusses unused 
credit which can be made equivalent to standby tokens, i.e. Para 0030 shows that 
request are made to the burst groups/classes, where credits are allocated if the burst 
group has credit to give, therefore one skilled in the art can appreciate that when only 1 
credit remains, this 1 credit is equivalent to a standby token, thus 1 when 1 credit 
remains, 0 base tokens are present and 1 standby token exists). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
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improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 22, Voellm discloses wherein the local token count for each of 
the plurality of classes of source entities has a maximum count of two tokens (Para 
0028, where the minimum number that can be assigned to the negotiable limit of the 
credits is 2). 

Regarding claim 23, Voellm discloses wherein the plurality of load shapers is 
further configured to maintain a count of outstanding requests for tokens (Para 0026 
shows outstanding transaction requests). 

Regarding claim 24. Voellm discloses computer program product and code 

(Para 0016-0020) for performing the functions associated with : 

a plurality of load shapers (fig 2, where each client shapes its load based on 
credit messages from the server as indicated in Para 0031) configured to: 

maintain a local bandwidth management table (fig 3, 320 shows table with 
credits used info) comprising a local token count (fig 3, credits used) for each source 
entities (fig 1, where each client A-C is equivalent to a source entity); 

receive a data packet from a source entity (Para 0029, client receives a new 
request to perform a transaction) transmit the data packet over a multiplexed 
communication path (fig 2, where the clients used the credits that are allocated to 
the connection to send data tot eh buffers of the server, and Para 0021 supports 
an protocol, which includes a multiplexing protocol) if the local token count of the 
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source entity is at least one (Para 0026, where the client needs a certain number of 
credits in order to send a request, where the limit cannot be exceeded); and 

decrement the local token count of the source entity in the local bandwidth 
management table in response to the transmission (fig 3, and Para 0026, where the 
credits used are maintained in the table of fig 3, thus a decrement is applied when 
each credit is used to send a request or data); and 

Bandwidth Management Controller (fig 2, server) configured to: 

maintain a centralized bandwidth management table (fig 5 shows an info table) 
comprising a base token count (fig 5, where the combination of credit limits and 
credits used can be manipulated in order to achieve a base token count, and 
furthermore the claim does not define the structure or specification of such a 
count) for each of the plurality of source entities (fig 5, shows info for each client 
source), 

Voellm does not specifically disclose one of the plurality of classes wherein a 
minimum bandwidth is reserved for each of the plurality of classes of source entities and 
the base token count increases at a rate corresponding to the minimum bandwidth; and 
wherein: the plurality of load shapers is further configured to request a token for the 
class of the source entity from the Bandwidth Management Controller in response to the 
transmission; and the Bandwidth Management Controller is further configured to 
respond to the request if the base token count for the class of the source entity is at 
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least one by: providing a token and decrementing the base token count for the class of 
the source entity. 

Bly discloses one of the plurality of classes (Para 0038, high precedence 
versus best effort and Para 0042 for classification of incoming traffic) wherein a 
minimum bandwidth (Para 0039 teaches a minimum amount of credit, where credits 
define the amount of BW ) is reserved for each of the plurality of classes of source 
entities (Para 0042 teaches the queues being classified dependent on the 
classified incoming traffic) and the base token count increases at a rate 
corresponding to the minimum bandwidth (Para 0039, where credits are allocated 
from the burst group allocation table which holds the number of base token 
counts as shown in figs 7 and 8, where the allocation is based on a minimum 
guaranteed BW); and wherein: 

the plurality of load shapers (load shapers are shown within Voellm) is further 
configured to request a token for the class of the source entity (Para 0043 shows 
requesting credit/BW) from the Bandwidth Management Controller (Para 0043, 
request is made to credit allocation circuit which is made equivalent to a BMC 
shown in fig 4) in response to the transmission (fig 8, where a loop exists, thus the 
request of 84 is made after a transmission in 90 as a loop exists); 

and the Bandwidth Management Controller (fig 3 shows burst group 
allocation 51 equivalent to BMC) further configured to respond to the request (fig 8, 
86 shows response) if the base token count for the class of the source entity is at least 
one by: providing a token (fig 8, burst group assigns credit from burst group 
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allocation table and Para 0030 shows that allocation is made only if the allocation 
table has any credits available, thus the amount of credits must be more than 1) 

and decrementing the base token count for the class of the source entity (fig 4 shows 
a burst allocation table which keeps a record of the allocation of burst group, 
therefore when the credits are allocated, this allocation is noted/decremented 
from the bandwidth allocation table). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 25, Voellm does not specifically disclose the centralized 

bandwidth management table further comprises a standby token count for each of the 
plurality of classes of source entities; and the Bandwidth Management Controller is 
further configured to respond to the request if the base token count for the class of the 
source entity is zero and the standby token count for the class of the source entity is at 
least one by: providing a token and decrementing the standby token count for the class 
of the source entity. 

Bly discloses the centralized bandwidth management table further comprises a 
standby token count for each of the plurality of classes of source entities; and the 
Bandwidth Management Controller is further configured to respond to the request if the 
base token count for the class of the source entity is zero and the standby token count 
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for the class of the source entity is at least one by: providing a token and decrementing 
the standby token count for the class of the source entity (Para 0039 discusses unused 
credit which can be made equivalent to standby tokens, i.e. Para 0030 shows that 
request are made to the burst groups/classes, where credits are allocated if the burst 
group has credit to give, therefore one skilled in the art can appreciate that when only 1 
credit remains, this 1 credit is equivalent to a standby token, thus 1 when 1 credit 
remains, 0 base tokens are present and 1 standby token exists). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the client/server credit allocation scheme of Voellm, 
as taught by Bly, since stated in Para 0002-0004 that such a modification would 
improve the lack of scalability, cost per queue for the shaping and the ability to shape 
traffic. 

Regarding claim 27, Voellm discloses wherein the local token count for each of 
the plurality of classes of source entities has a maximum count of two tokens (Para 
0028, where the minimum number that can be assigned to the negotiable limit of the 
credits is 2). 

Regarding claim 28. Voellm discloses wherein the plurality of load shapers is 
further configured to maintain a count of outstanding requests for tokens (Para 0026 
shows outstanding transaction requests). 
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7. Claims 17, 21 and 26 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Voellm et al. (US 2004/0267932) in view of Bly et al. (US 20040042399), 
hereinafter referred to as Bly in view of Jeffries (US 20040062259). 
Regarding claim 17, The combined teachings of Voellm and Bly do not 

specifically disclose linearly increase the standby token count for each of the plurality of 
classes of source entities when the communication path is not congested; and 
exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested. 

Jeffries discloses linearly increase the standby token count for each of the 
plurality of classes of source entities when the communication path is not congested; 
and exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested (Para 0003 teaches increasing the 
token count continuously, and also decreasing the token count dependent on a 
congestion level). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the combined teachings of Voellm and Bly, since 
stated in Para 0003 that such a modification will avoid adverse conditions by managing 
data packet queues, Where excessive queue lengths are avoided. 

Regarding claim 21, The combined teachings of Voellm and Bly do not 

specifically disclose linearly increase the standby token count for each of the plurality of 
classes of source entities when the communication path is not congested; and 
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exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested. 

Jeffries discloses linearly increase the standby token count for each of the 
plurality of classes of source entities when the communication path is not congested; 
and exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested (Para 0003 teaches increasing the 
token count continuously, and also decreasing the token count dependent on a 
congestion level). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the combined teachings of Voellm and Bly, since 
stated in Para 0003 that such a modification will avoid adverse conditions by managing 
data packet queues, Where excessive queue lengths are avoided. 

Regarding claim 26, The combined teachings of Voellm and Bly do not 

specifically disclose linearly increase the standby token count for each of the plurality of 
classes of source entities when the communication path is not congested; and 
exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested. 

Jeffries discloses linearly increase the standby token count for each of the 
plurality of classes of source entities when the communication path is not congested; 
and exponentially decrease the standby token count for each of the plurality of source 
entities when the communication path is congested (Para 0003 teaches increasing the 
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token count continuously, and also decreasing the token count dependent on a 
congestion level). 

It would have been obvious to one of the ordinary skill in the art at the time of the 
invention was disclosed to modify the combined teachings of Voellm and Bly, since 
stated in Para 0003 that such a modification will avoid adverse conditions by managing 
data packet queues, Where excessive queue lengths are avoided. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to CHRISTOPHER P. GREY whose telephone number is 
(571)272-3160. The examiner can normally be reached on 10AM-7:30PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Moe Aung can be reached on (571)272-7314. The fax phone number for 
the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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